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§ 101.119 Simultaneous use of common 
antenna structures. 

The simultaneous use of common an-
tenna structures by more than one 
radio station, or by one of more domes-
tic public radio stations and one or 
more stations of any other class or 
service, may be authorized: provided, 
however, that each licensee or user of 
any such structure is responsible for 
maintaining the structure, and for 
painting and illuminating the struc-
ture when obstruction marking is re-
quired by the Commission. (See 
§ 101.21(a).) 

§ 101.125 Temporary fixed antenna 
height restrictions. 

The overall antenna structure 
heights employed by mobile stations in 
the Local Television Transmission 
Service and by stations authorized to 
operate at temporary fixed locations 
may not exceed the height criteria set 
forth in § 17.7 of this chapter, unless in 
each instance, authorization for use of 
a specific maximum antenna height 
(above ground and above mean sea 
level) for each location has been ob-
tained from the Commission prior to 
erection of the antenna. Requests for 
such authorization must show the in-
clusive dates of the proposed operation. 
(Complete information as to rules con-
cerning the construction, marking and 
lighting of antenna structures is con-
tained in part 17 of this chapter.) 

§ 101.129 Transmitter location. 
(a) The applicant must determine, 

prior to filing an application for a 
radio station authorization, that the 
antenna site specified therein is ade-
quate to render the service proposed. In 
cases of questionable antenna loca-
tions, it is desirable to conduct propa-
gation tests to indicate the field inten-
sity which may be expected in the prin-
cipal areas or at the fixed points of 
communication to be served, particu-
larly where severe shadow problems 
may be expected. In considering appli-
cations proposing the use of such loca-
tions, the Commission may require site 
survey tests to be made pursuant to a 
developmental authorization in the 
particular service concerned. In such 
cases, propagation tests should be con-
ducted in accordance with recognized 

engineering methods and should be 
made with a transmitting antenna sim-
ulating, as near as possible, the pro-
posed antenna installation. Full data 
obtained from such surveys and its 
analysis, including a description of the 
methods used and the name, address 
and qualifications of the engineer mak-
ing the survey, must be supplied to the 
Commission. 

(b) In the 12.2–12.7 GHz band, licens-
ees must not locate MVDDS transmit-
ting antennas within 10 km of any 
qualifying NGSO FSS receiver unless 
mutual agreement is obtained between 
the MVDDS and NGSO FSS licensees. 
Such agreements must be retained by 
the licensees and made available for in-
spection by interested parties upon re-
quest. 

(1) A qualifying NGSO FSS receiver, 
for the purposes of this section, is 
deemed to be one that is in regular use 
by an NGSO FSS subscriber for normal 
reception purposes in the 12.2–12.7 GHz 
band and not one for monitoring or 
testing purposes. In addition, quali-
fying receivers must either be in oper-
ation on the date or already be under 
construction and then operating within 
thirty days of the date that the 
MVDDS licensee notifies the NGSO 
FSS licensee of its intent to construct 
a new MVDDS transmitting antenna at 
a specified location. 

(2) Except as provided in paragraph 
(b)(3) of this section, the 10 kilometer 
spacing requirement for each MVDDS 
transmitting antenna site shall not 
apply with respect to NGSO FSS re-
ceivers that might be installed or be-
come operational (except for those 
under construction and operating with-
in thirty days as specified in paragraph 
(b)(1) of this section) subsequent to the 
original date that the MVDDS licensee 
provided notice of its intention to con-
struct a given transmission facility. 

(3) In the event that a proposed 
MVDDS transmitting antenna for 
which notice has been duly given to the 
NGSO FSS licensees has not been 
placed in normal operation within one 
calendar year of the date of notice, 
then the MVDDS licensee loses the 
benefit of the original notice. Upon 
such anniversary, the MVDDS licensee 
must re-determine compliance with the 
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